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.D='w EQI WALL MOUNTED
OUTDOOR SHOWER

With the wall-mounted cold water shower
from the EQI series, you get a frost-free
solution that ensures you a refreshing rinse
exactly when you want. The minimalist look
makes the shower suitable for all outdoor
environments.

The shower is hand-assembled in Denmark
and produced from solid materials, so you
get a solution that you can enjoy for many
years.
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EQI WALL MOUNTED
OUTDOOR SHOWER

Frostline is manufactured in Denmark and today has

more than 30 years of experience. We offer a wide range Speciﬁcations
of frost-free outdoor products in beautiful design, high .
quality and with great functionality. The shower works ~ Produktmal
by a self-draining mechanical valve emptying the  Connection 15mm el. %
shower of water after use, so you can shower all year ~ Back plate H-C 60 mm x 105 mm
round. Our products do not require the use of electricity ~ Shower hf‘md 2143 mm
to ensure frost-freeness, and are made of stainless Shower pipe 215 mm
steel, so environmentally friendly in every way. Faucet ©27 mm
' Packaging
- Dimensions H-W-D 1550 x 205 x 85 mm
Glass blown Copper Weight 4,3 kg
Note: copper surface must be specially produced. Frostline valve
Capacity 23 L/min. Max 6 bar
O-rings Gasket set 9010
IMPORTANT Models
. . Product Plumbingitemno. Description
Wall mounting: For frost-proof function and 5032-101 743474.710 150-350 mm
uerronty @ fostiree weter Supply i reeured ol Sogp-i07 74347478 160-350rm
at least 2—’3%0 towards the outer wall. In addition, 5032-101  743474.730 300-550 mm
a product with standard dimensions must be 5032-107 743474.738 300-550 mm
used. Note: At temperatures below 5 degrees, hose
nozzles or any other equipment that reduces the
opening must not be installed.
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